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A New Amplifier For 
Milli- Microsecond Pulses 



RECENT developments in nuclear radia- 
- tion measurements have created a need 
for amplifiers having extremely wide band- 
Width or speed compared to conventional 
video amplifiers. For example, certain photo- 
multiplier type radiation detectors have out- 
put pulses as short as 0.01 microsecond. 

The new Model 460 A amplifier shown in 
Figure 1 will amplify such pulses with very 
little distortion and provide suitable output 
for operating scalers, coincidence devices, 
or for direct viewing on a cathode ray tube. 
Although this amplifier was developed pri- 
marily to meet these requirements, other 
more general applications suggest them- 



selves for amplifying signals anywhere in 
the range from audio frequencies to 200 
megacycles. The amplifier can readily be 
used for extending by tenfold the sensitivity 
of a peak-reading diode voltmeter or for 
amplifying the output of a low- level signal 
generator. 

The distributed amplifier 1 circuit provides 
a means for connecting conventional ampli- 
fier tubes in parallel so that their plate cur- 
rents add but their capacities do not. Thus, 
the bandwidth can be increased beyond the 
point where the individual tubes have a gain 
of one, which is the limiting point in con- 
ventional cascaded stages. 




Figure L Modd 460A Widt Bm$dAmpiifi*r 



PRJNTED in U S A. 



COPYRIGHT 1*1*9 HCWLETTT . PACKARD CO 

iGtfizinn, Hewlett, ec al, "Distributed Amplifier 
nun/ Prot, LR.E., Vol. K». pp, 956-9*9; 
August, I94&. 



)Copr. 1949-1998 Hewlett-Packard Co. 



, T . 




Cp se* 






t£ • 1 - 



Cg ie* 




-5 = C ic, 



Figure L Basic Circuit of Distributed Amplifier 



Figure 2 shows a basic circuit for 
the distributed amplifier. 

The tube capacities are used for 
the shunt capacities of simple low- 
pass filters or artificial transmission 
lines, A signal applied at the input 
terminals 1-1 will travel along the 
grid line and be absorbed in the ter- 
minating resistor at 2-2. As the sig- 
nal reaches the grids of successive 
amplifier tubes, it causes plate cur- 
rents to flow. Half the current from 
each tube will flow to the output 
terminals 4-4 and half to the reverse 
terminating resistor at 3-3. By mak- 
ing the grid and plate lines with 
equal velocities of propagation or 
cut*off frequencies, the currents 
from all tubes will arrive in phase at 
the output terminals 4-4, The cur- 
rents arriving at the reverse termin- 
als 3-3 will not be in phase and will 
be absorbed in the terminating re- 
sistor without providing useful out- 
put at this point. 

It is apparent that the gain of the 
amplifier will be nG^.Z,,/!, where n 
is the number of tubes, G,„ their mu- 
tual conductance, and Z„ the char- 
acteristic impedance of the plate line. 
The characteristic impedances of the 
lines are fixed by the tube capacities 
and the desired bandwidth, accord- 
ing to conventional filter theory. 
From the standpoint of tube usage, 
it is most economical to build stages- 
with just enough tubes to give a gain 
of 2.72 ( e ) and to cascade such stages 

•A wjLfzc in the distributed amplifier consists of a 
Sroup of tubes connected IKK that thdf plaic cur* 
rcnt> iidd together. 



to obtain the required total gain. 
The 460A amplifier consists of two 
five- tube stages in cascade, each hav- 
ing a gain of approximately three. 

Figure 2 shows the use of simple 
filters, known as constant K filters, 
as the line sections. Other more com- 
plex lines have been found to have- 
more desirable frequency response 
and delay characteristics, however, 
and the structure known as the 
bridged- T has been selected for use 
in the amplifier. The basic amplifier 
circuit using the bridged-T sections 
is shown in Figure 3- 

The bridged-T is formed by using 
negative mutual inductive coupling 
between adjacent coils together with 
a bridging capacity across each coil. 
This circuit can be shown to be an 
all-pass network when the elements 
are chosen in proper relationship. 



Thus, the lines themselves have no 
cutoff frequency, only a delay varia- 
tion with frequency. The bridged-T 
lines offer the greatest choice in am- 
plifier frequency response, and it is 
possible to obtain a response as 
shown by the "Gain" curve of Fig* 
ure 4, 

PULSE AMPLIFICATION AND 
THE GAUSSIAN RESPONSE 

The quality of an amplifier for use 
with pulses can best be rated by the 
small ness of the rise time and over- 
shoot when tested with a pulse or 
step having an infinitely fast leading 
edge. Although a physically realiz- 
able pulse must always have a finite 
rise time, it will generally be some- 
wh n less than the rise time of any 
economical amplifier designed to 
amplify h. Hence, the pulse is cap- 
able of exciting overshoot within 
the amplifier. Overshoot alters the 
pulse shape and makes its peak value 
dependent upon the steepness of the 
leading edge of the signal pulse. 
Also, overshoot in the form of a 
slowly dying oscillation can cause 
false indications in pulse counting 
circuits. 

It has been found that pulses are 
not distorted with overshoot in an 
amplifier if the amplifier high fre- 
quency response drops in accordance 
with the normal probability curve 
known as the Gaussian curve. Ap- 
plied to an amplifier, the curve is 
shown in Figure i and is given by 




Figure 3- Bauc Amplifier Circuit Using Bridged- L Lines 
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Gain = c 

where f u is the 3-db point. In contrast 
a low-pass filter with a sharp cutoff 
will produce slowly decaying over- 
shoot oscillations when excited with 
a pulse or square wave. The relation* 
ship of high frequency response to 
the Gaussian curve is reasonable in 
the light oi known transient be- 
havior of familiar circuits. For ex- 
ample, experience with RC and sim- 
ple video amplifiers shows that zero 
overshoot is associated with a grad- 
ual high-frequency cutoff. 

The response of the bridged-T am- 
plifier section can be made to ap- 
proximate the Gaussian curve quite 
closely, as shown irt Figure -i, and 
for this reason is used in the 460 A 
amplifier. 

An amplifier having an overshoot 
of less than a few percent has been 
found to have a rise time between 
the 10 and 90 percent points of ap- 
proximately 35/f©, where f,, is the 
high-frequency 3-d b point. 3 This can 
be verified in a simple RC amplifier* 
which has an f, ( of 1/2tRQ and 
hence a rise time of .35(2ttRC) or 
2.2RC Reference to the familiar ex- 
ponential RC curve will show this 
to be equal to the time between the 
10 and 90 percent points. 

An amplifier consisting of a num* 
her of stages in cascade, each with a 
Gaussian frequency response, has an 
overall response that is also Gaus- 
sian, as can be shown by multiplying 
the expressions for the individual 
stage gains. For example* an ampli- 
fier consisting of three stages with 
low frequency gains of A s „ Ai., and 
Ar, and high-frequency 3-db points 
of f iir { h3 and f, ., has a total gain 
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n"hii and tht following rut« arc due Ed G. E. 

Valley t jr., and Henry Wallmjn T "Viiuum 
Tube Amplifiers," Vol, 18, Radunon l..ih. -r.i- 
inry Scries. McGraw-Hill Co, Inc., New York, 
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Figure C Cahulated Gain and Delay 
Characteristics Using Bridged-T Lines 

Thus the response is still Gaussian, 
and the f, of the entire amplifier is 
given by the relationship 



Since the rise time has been defined 
as .35/f M » for amplifiers free from 
overshoot, the important expression 
for total rise time in an amplifier 
made up of a number of individual 
stages is obtained: 



T - VT*+ TS + i;— +T£ 

This expression that the total rise* 
time of an amplifier is equal to the 
square root of the sum of the squares 
of the individual stages rise times 
can be simplified if the stage rise 
times are identical, resulting in 

%T VnT q 

Here, T u , the total amplifier rise time 
is equal to the square root of the 
number of stages multiplied by the 
individual stage rise time. Thus, a 
pulse having a rise time T [t applied 
to an amplifier free of overshoot and 
havingartse timeT., will result in an 
output pulse having a rise time again 



equal to the square root of the sum 

of the squares of the individual rise 
times: 



V^ 



Tj + Tj 

Using the above relationships, the 
460 A amplifier was designed to have 
a high-frequency 3-db point of l-iO 
megacycles, cor responding to a theo- 
retical rise time of 2J> miiti- micro- 
seconds (0.OO25 usee). 

AMPLIFIER RISE-TIME 
MEASUREMENTS 

In order to verify experimentally 
the calculated rise time of the ampli- 
fier, a special pulse generator was de* 
ve loped in order to obtain short 
pulses having extremely fast rise 
times. The pulse generator used gen- 
erated 0,0 10- microsecond pulses 
with a rise time of less than 0.001 
microsecond. This pulse generator 
in combination with a 5XP11 
cathode- ray tube was used to meas- 
ure the amplifiers 7 rise time. 

Because of the time constant of the 
capacity of the de flee ting-plates and 
the output impedance of the 460A 
amplifier, the use of approximately 
five amplifiers in cascade is necessary 
in order to find the amplifiers* rise- 
time accurately. The output resis- 
tance of the amplifiers is 330-ohms 
and the capacity of the deflecting cir- 
cuit is approximately 4 mmf, giving 
a rise time of 2.9 x 10-9 seconds for 
this part of the circuit alone (t=2.2- 
RC). This response is shown in the 
photograph in Figure 5(b). 




(C) Pulse after passing through one amplifier (D) Pulse afler passing ihroutjh four amplifier* 

Figure 5. Pulses of Iff WtUi-Mwrosecond Duration Viewed on 5XP1 1 Cathode Ray Tube 
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Figure 6. (A) Typical Response of Amplifier Working into Resistive Load, 
(B) Using >UOA Voltmeter Ad apt er t <C) Gaussian Curve. 



The rise time for five of the 460 A 
amplifiers in cascade { approximately 
100-db cotal gain) was measured as 
6,5 x 10-9 seconds. Using this value 
the rise time of the individual ampli- 
fiers can be computed with good ac- 
curacy from the previously given 
rules: 



6.5 -V5T = +2.9* 
T = 2,6« 10** seconds 

where T is the rise time of a single 
460 A amplifier. This measured value 
of rise time checks closely with the 
design data, 

LOW FREQUENCY RESPONSE 

Most of the anticipated applica- 
tions for the 460 A amplifier do not 
require an extended low frequency 
response. The low frequency re- 
sponse is dependent upon the inter- 
stage coupling capacitors and upon 
the values of the resistors used to 
terminate the grid and plate lines. 
The response of the 460A is substan- 
tially constant down to 100KC, 
Where necessary, the low frequency 
response can be made constant down 
to audio frequencies. 

APPLICATION DATA 

Although the grid lines of the 
460 A have been designed for 200 
ohms and the plate lines for 330 
nhms, both the input and output 
connectors for the amplifier arc de- 



signed for 200 ohm coaxial cable. 
This arrangement is possible because 
the characteristic impedance of the 
bridged-! lines is nominally a con- 
stant pure resistance at ail frequen- 
cies. The reflection from the output 
connector is absorbed in the reverse 
plate tine termination and causes no 
undesirable effect or change in fre- 
quency response. A substantial gain 
improvement is obtained in this case 
tiwr the case where the plates are 
loaded with additional capacity to 
make the impedance the same as the 
grid line. 

VOLTMETER ADAPTER 

One of the uses of the 460 A is as a 
multiplier for a diode volt- meter 
such as the 410A. In this application 
it is desirable that the high frequen- 
cy response of the amplifier be flat 
instead of the gradual drop of the 
Gaussian curve. 

An approximately Hat response 
can he obtained up to 200 megacy- 
cles by adding series inductance in 
the voltmeter connection so that a 
resonant rise across the voltmeter in* 
put compensates for the decreasing 
high frequency gain in the amplifier. 
An adapter has been designed to 
have the proper characteristics and 
the response curve of the combina- 
tion of the 460A amplifier, adapter, 
and 410A voltmeter is shown in 
Figure 6. _/y. B. Sc brock 



SPECIFICATIONS FOR 
MODEL 460A AMPLIFIER 

fflEQUFNCr RESPONSE; High frequency re- 
sponse closely matches, Gaussion curve to 
obtain optimum pu^se iransmission. High 
frequency 3 db point Is approximately 
140 me. When operating from a 200-ohm 
source in series with a .01 condenser, and 
into on open circuit or another 460A am- 
plifier, low frequency response is. con- 
stant within approximately 3 db down to 
3 kcj when operating info 200-ohm load, 
response is down approximately 3 db at 

GAIN: Approximately 20 db with 200-ohm 
load. Gain vofies with Gm of tubes used 
>:6AK5' and is approximately 20 db with 
5000-micromho tubes and IS db with 
4500' mi era mho tubes. 

GAfN CONTROL: A panel control allows gain 

to be adjusted downward approximately 
6 db from maximum gain. 

MAXIMUM OUTPUT VOLTAGE; Approximately 
6 volt* peak open circuit, If 200-ohm load 
used, maximum output voltage is ap- 
proximately 4,75 volts peak (internal im- 
pedance of output system is approxi- 
mately 330 ohms!. 

tfJSE TIME: Approximately .0026 micro-sec- 
ond wlfh no overshoot. 

DEL At: Approximate!/ ,0T2 micro second. 

MOUNTING: For relay rock mounting; 5'.4" 
high x It" wide x o'' deep. 

WEIGHT- Approximately 10 pounds. 

POWER SOURCE. Self -contained power sup- 
ply; operates from nominal 11 5- voir, 
50/60 cycle power source, Requires ap- 
proximately 35 watts. 

***** t S1S5.Q0 t.o-b. Polo A!?e, Cftjffemls. 



ACCESSORIES 

No, 46A 16A PATCH CORD: Special 200 ohm 
cable two feet in length, complete with 
two No. 46A-95B Cable Plugs; for inter- 
connection of two amplifiers in 
cascade -.-,,...,... SI B.50 

No. 4SA 16& PATCH CORD: Same as No. 46A- 
16A except six feet in length. , . , , ,125.50 

No, 46A-95A PANEL JACK: Special low ca- 
pacitance panel jack designed far 200- 
ohm cable. Males with Nos. 46A-16A and 
46A 16B Potch Cords or No, 46A-95B 
Coble Plug. Requires ltyfej inch diameter 
mounting hole ,...,. . S7.50 

No. 46A 95B CABLE PLUG: Low Capacitance 
plug designed for use with 200-ohm cable. 
Mates with Ma- 46A 95 A Panel Jock and 
with No, 46A-9SE Connector Sfee*e,$7.50 

No. 812 52 CABLE i Special 200 ohm coble 
available in lengths to meet customer re- 
quirements . . . . foot Si .75 

No. 4aA 95C SO OHM ADAPTOR Provides a 
rype N connection for coupling a SO^ohm 

transmission line to the input af a Modi? I 
460A ompfifier. Include a terminating 
resistor i ,,--.„.... .St 5.00 

No 46A95D ADAPTOR EQR MODEL 4}0A 
VOLTMETER PROSE: Consist of a bayonet 
lype ileeve with which □ Model 410A 
Probe may be directly connected to the 
output of o Model 460A Amplifier. In- 
cludes The proper compensating LC com 
ponents , , , Si 5.00 

No. 46 A 95 E CONNECTOR SicTfVE Provides 
for Joining two No 46A 95B Cable Plugs 
in order to interconnect Two lengths of 
200 ohm cable . $7,50 

DATA SUBJECT TO CHANGE 
WITHOUT NOTICE 
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